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In Constant Evolution

Integral solutions for oil and gas industry

Duxaoil Texas, a subsidiary company of the Duralitte Group in the USA, from its headquarters in

Houston, Duxaoil supplies to the regions of North America, Central America and the Caribbean, and the
Persian Gulf (Dubai).

As a center of distribution Duxaoil offers the product lines of its industrial plants Duralitte Argentina and
Duralitte Brazil, that allow them to offer products of quality recognized around the world.

Duxaoil , Duralitte Argentina and Duralitte Brazil, are guaranteed by quality certifications that allow
them to offer products of quality recognized around the world.
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INTERNATIONAL CERTIFICATIONS
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OUR PRODUCTS
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Duxaoil manufactures sucker rod couplings with quality
materials under the requirements of API 11B.

The couplings are manufactured in a range of diameters from
3/4" to 1" and in grades SM and DES according to APl 11B.
Duralitte uses standard materials, according to API standards,
CNC technology and the latest generation toolkit.

Each piece is controlled with certified gauges by dimensional
attributes.

size class internal finishing external finishing weight kg.

3/4" T phosphate phosphate 0.650

7/8" T phosphate phosphate 0.800
1" T phosphate phosphate 0.880

Duralitte T class couplings are used for
services from medium to low requirements.
These couplings are made with tensile
strength and fatigue resistance under API
requirements.

The couplings are produced in mills CNC
lathes with special emphasis on the surface
finishing of the threads in order to increase the
fatigue life by not cutting the fibers of the base
material.

size class type internal finishing external finishing weight kg.

3/4" SM FS phosphate spray metal 0.650

7/8" SM FS phosphate spray metal 0.800
1" SM SH phosphate spray metal 0.880

The SM coupling is specially developed for
highly corrosive environments. The coupling is
made with steel of class T, so that it has the
same mechanical properties as regards tensile
strength and fatigue.

SM class has an outer coating of nickel-
chromium basis with a minimum thickness of
200 microns outer diameter thermally fused to
the braked, confers to it a hardness ranging
from 58 to 62 HRC, which increases wear
resistance and increases corrosion resistance.
The outer surface is rectified under API
roughness values.
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330/331 series

When resistance to stress corrosion cracking is higher than
efficiency of carbon steel couples, Duralitte developed Durinox
couples.

Couples are manufactured with austenitic stainless steel with
high levels of nickel and titanium based on AISI 321 in order to
increase resistance to corrosion by chemical agents on parts under
tension efforts.

product size class type internal finishing external finishing weight kg.
coupling 3/4 T DUR 330 phosphate NA 0.650
coupling 7/8" T DUR 330 phosphate NA 0.800
coupling 1" T DUR 330 phosphate NA 0.880

BB DUR 330 couples are manufactured in stainless steel reaching
tensile strengths values higher than 655 MPa and with a low-
hardness (less than 200 Brinell hardness) which decreases the wear
of the tubing.

minimum rupture stress minimum rupture stress
degree psi mpa degree psi mpa
T 115.000 793 DUR 330 114.000 790
DUR 330 Model couples are recommended for wells under
extreme corrosion conditions.
product size class type internal finishing external finishing weight kg.
coupling 3/4" SM DUR 331 phosphate rectified 0.650
coupling 7/8" SM DUR 331 phosphate rectified 0.800
coupling 1 SM DUR 331 phosphate rectified 0.880

DUR 331 Model couples offer the same mechanical and
constructive characteristics as the DUR 330 modelin steel with spray
metal application.

minimum rupture stress minimum rupture stress
degree psi mpa degree psi mpa

SM  115.000 793 DUR 331 114.000 790
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product size class type internal finishing external finishing weight kg.
3/4" HD FS phosphate phosphate 0.650
coupling 7/8" HD FS phosphate phosphate 0.800
1" HD SH phosphate phosphate 0.880

When the need of resistance exceeds the
class T couplings, Duralitte has developed
the DES class couplings.

These coupling are made of special steel,
to increase the fluence up to values 980 Mpa
andtoincrease fatigue resistance.

These coupling are recommended for
deep wells extraction.

product size class internal finishing external finishing weight kg.
coupling 11/4"X1" T phosphate phosphate 0.570
11/4"X1" T phosphate phosphate 0.880

product size class type internal finishing external finishing weight kg.

1" x 3/4" T SH phosphate phosphate 1.15

sub coupling 1"x7/8" T SH phosphate phosphate 1.10
7/8"x 3/4" T FS phosphate phosphate 0.83

1" x 3/4" HD SH phosphate phosphate 1.15

sub coupling 1"x7/8" HD SH phosphate phosphate 1.10
7/8"x 3/4" HD FS phosphate phosphate 0.83

1" x 3/4" SM SH phosphate spray metal 1.15

sub coupling 1"x7/8" SM SH phosphate spray metal 1.10
7/8"x 3/4" SM FS phosphate spray metal 0.83
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size & weight of API coupling

diameter thread type size (OD*L) mm weigth Kg.
23/8" NUE 73.02x107.95 1.28

Duxaoil manufactures couplings with seamless steel pipes 23/8" 77 80 x 123.82 155
under AP15CT quality standards. p : }

27/8 88.90 x 130.18 2.34

Couplings are manufactured under requirements of tubing, 2 7/8:: 93.17x133.35 2.40

casing, line pipe with diameters of 2" and 13 3/8", under API 5CT 3172 107.95x142.88 3.71

regulations. 3172 114.30x146.05 | 4.10

4 120.65 X 146.05 4.35

For their production, Duxaoil uses raw material under API 4" UE 127.00 x 152.40 4.82

standards, using CNC technology and latest generation toolkit. 41/2" 132.08 x 155.58 4.89

Every partis controlled with measures by dimension attribute. 41/2" 141.30 x 158.75 6.05

U .
E .
E .
E .
.
41/2" 5.23
41/2" 415
41/2" 4.55
5" 4.66

5" 5.75

5" 5.85
51/2" 5.23
51/2" 6.42
51/2" 6.36
6 5/8"
65/8" .
65/8" .

7 .

7

7

STC

C

187.71 x184.15 9.12

187.71 x222.25 11.34

B

8.39
10.89
10.54
758" | STC | 215.90x19050 | 1230
75/8" 15.63

75/8" B
B

B

215.90 x 263.52 15.82
85/8" 244.47 x 196.85 17.15

85/8"

TC .
TC .

17.15
85/8" 20.87
95/8" STC 18.03
95/8" 25.45
95/8" BTC 23.16
10 3/4" 20.79
10 3/4" BTC 25.75
113/4" 22.65
113/4" BTC 28.05
13 3/8" 25.68

.
133/8" 365.125x269.88 | 31.79

187.71 x 244.48 11.01
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diameter steel thread diameter steel thread diameter steel thread

23/8" J/K55N/L80 P110 8RD 2" J55 11,5 HPP 5%"  J/K55N/L80 P110 BTC
27/8"  J/K55N/L80 P110 8RD 21/2" J55 8 HPP 7 J/K55 N/L80 P110 BTC
31/2"  J/K55 N/L80 P110 8RD 3 J55 8 HPP 95/8" J/K55N/L80 P110 BTC

I B ' i mechanical properties

API grades yield strength tensile strength hardness

min PS| min PSI| max HRC

55.000 75.000

180 go
L8013cr

110.000 140.000 125.000

size (inch) length W (mm) outside diameter (mm) thread length (mm)

serie 3000 serie 6000 serie 3000  serie 6000
1/4" 19 8.1 10.2

3/8" 9.1 10.4
1/2" 10.9 13.6
3/4" 12.7 13.9

1" 14.7 17.3
11/4" 17.0 18.0
11/2" 17.8 18.4

r | e | 7 e | w0 192
2172 56 29
v %9 35
v 21 30
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Duxaoil manufactures Pup Joint with seamless steel pipes
under J55 and N80 quality standards.

EUE Pup Joints are manufactured in nominal diameters of 2" -
and 4 1/2" with a length in use from 1 to 12 feet and under API
5CT application regulations.

For their production, Duxaoil uses raw material under API
standards, using CNC technology and the latest generation \
toolkit. Every part is rigorously examined and tested under the
most extreme working conditions.

diameter D (inch) long L (feet) steel
23/8" 2 J55 /N80
23/8" 4 J55 /N80
23/8" 6 J55 /N80
23/8" 8 J55 /N80
23/8" 10 J55 /N80
23/8" 12 J55 /N80

diameter D (inch) long L (feet) steel
27/8" 2 J55/ N80
27/8" 4 J55 /N80
27/8" 6 J55/ N80
27/8" 8 J55 /N80
27/8" 10 J55 /N80
27/8" 12 J55/N80

diameter D (inch) long L (feet) steel
31/2" 2 J55/ N80
31/2" 4 J55/ N80
31/2" 6 J55/ N80
31/2" 8 J55/ N80
31/2" 10 J55/ N80

31/2" 12 J55 /N80
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size (inch) 0D (inch) N° of thread form  effective thread length (inch)  hand position adjustment (inch)  minimun length of full thread (inch)
23/8" 2.594 8 1.703 2 0.938
27/8" 3.094 8 1.890 2 1.125
31/2" 3.750 8 2.140 2 1.375

size (inch) 0D (inch) N° of thread form  effective thread length (inch)  hand position adjustment (inch)  minimun length of full thread (inch)
23/8" 2.375 10 1.456 2 0.725
27/8" 2.875 10 1.894 2 1.163
31/2" 3.500 10 2.144 2 1.413
41/2" 4.500 8 2.328 2 1.563

size / dimensoes
size (inch/mm.) nominal weight grade recommended torque Ib/ft
non upset Ib/ft exter. upset Ib/ft non upset Ib/ft exter. upset Ib/ft
min opt max min opt max

23/8"60.3 mm 4.60 4.70 J-55 550 730 910 970 1290 1610

4.60 4.70 N-80 770 1020 1350 1350 1800 2250

27/8" 1 73.0 mm 6.40 6.50 J-55 790 1050 1310 1240 1650 2060

6.40 6.50 N-80 1100 1470 1840 1730 2300 2880

9.20 9.30 J-55 1110 1480 1850 1710 2280 2850

31/2"-88.9mm 9.20 9.30 L-80 1520 2030 2540 2270 3030 3790

920 9.30 N-80 1550 2070 2590 2400 3200 4000

min. (minimum) | opt. (optimum) | max. (maximum)
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Duralitte manufactures adapters and crossovers, forged and in
high quality steel. They are built with integral threaded and welded
ends.

X0 CROSSOVERS
B

Crossovers for casing in all possible size combinations used on
oilfields are also produced.

X0 crossover size

i: L size long W outer diameter grade
‘ - mm 0D1 (mm) 0D2 (mm)

5%"x2" 305 139.7 60.3 J55

51/2"x27/8" 305 139.7 78.58 J55

51/2"x31/2" 305 139.7 95.25 J55

7"x2" 305 177.8 60.3 J55

7"x27/8" 305 177.8 78.58 J55

7"x31/2" 305 177.8 95.25 J55

7"x51/2" 305 177.8 139.7 J55

95/8"x51/2" 305 2445 139.7 J55

95/8"x 7" 305 244.5 177.8 J55

BLAST JOINT

The blast joint is used to protect the tubing string of the action
“gasjet” whenthey are positioned in front of the perforations.

Duralitte blast joint are made of two steel types:
1. Integrally, P110 steel threaded male/female.
2. N80 steel with spray metal protection threaded male/male

with coupling.

Are manufacturedinlengths from 2, 4,6,8,10,12 and 20 feet.

size of API blast joint

diameter size (ODxL) mm thread type weight (kg)
23/8" |3.063/77.8 x 1.995/50.7 EUE MxF 4.6
27/8" | 3.662/93.2 x 2.441/62 EUE MxF 6.5
31/2" | 4.5/114.3x2.992/76 EUE MxF 9.3
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Duralitte Group produces saver subs according to API 7-1/7-2
DS-1 Standard. They are used as reductions or fusible component
to extend the life of the drill stem or top drive unit and the rest of
the drill string. Available models with PIN-BOX, BOX-BOX, PIN-
PIN, lengths and diameters according to the team ends.

The subs connections are provided with a surface coating of
phosphate. All connections are machined in steels according to
AP| Standard in art CNC machines, controlled with gages

Gagemaker/PMC (USA).

Made with AISI 41XX materials and treatments according API 7-1/7-2 DS 1. Mechanical properties that support up to 120,000 psi yield strength.
Precision machining APl standard connections in lengths from 12" to 48" and forms according to customer request.
Serially numbered to ensure traceability of the finished product. Special developments are available for production.
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APINC 23-26-31-35-38-40-44-46-50 FULLHOLE 4"
DOUBLE STREAMLINE 31/2"-4"-41/2"-51/2" INTERNAL FLUSH 23/8"-27/8"-31/2"-4"-41/2"
EXTERNAL FLUSH 31/2"-41/2" SLIMHOLE 23/8"-27/8"-31/2"-4"-41/2"

XTRA HOLE 2 3/8" _ 3 1/2" _ 4 1/2" _ 511
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